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COURTESY TRANSLATION 

IMPORTANT: This translation is a courtesy copy. Only the original document, issued in the Spanish language, 

will be considered valid for legal purposes. 

Number: 01/24 

AIRWORTHINESS DIRECTIVE 

I. AFFECTED PRODUCT: TECNAM P92 Ultralight aircraft, with AESA type certificate no. 231-I/1, all the serial 
numbers and the aircraft amateur manufactured. Except in those aircraft equipped with a 3-position Andair 
system in the central panel. 
 

II. ORIGINAL MANUFACTURER: Costruzione Aeronautiche TECNAM, s.r.l. 
 

III. DATE OF ISSUE: See date on digital signature 
 

IV. DATE OF EFFECTIVENESS: Since day of issue 
 

V. REFERENCE: TECNAM Service Bulletin SB 090-UL (Ed. 1 – Rev. 2) dated 17th May 2023 or subsequent 
revision. 
 

VI. DESCRIPCIPTION OF THE UNSAFE CONDITION: Unintentional closure by the pilot of the fuel shut-off valves 
installed in each lateral side of the cockpit structure frame. This fault may occur in flight due to a wrong 
interpretation of the fuel shut-off valve condition (OPEN or CLOSED). 
 
The placing of the fuel shut-off valves (including the pertinent placards) is not adequate for giving the pilot 
with a clear visibility of their state (OPEN or CLOSED). This condition, if not corrected, may lead to incidents 
for the unintentional closure of both fuel shut-off valves, with the subsequent engine loss of power, which 
will probably carry the loss of aircraft control. 
 
In order to deal with this possible unsafe condition, TECNAM issued the SB 090-UL with instructions for the 
placards replacement.  
 

VII. REQUESTED CORRECTIVE MEASURE: Install the new placards of the fuel shut-off valves with indications 
both in the left and right side of the cockpit, as per SB instructions.  

 
VIII. PERIOD OF TIME TO COMPLY WITH THIS AIRWORTHINESS DIRECTIVE: Before 50 flight hours, or in the 

subsequent programmed aircraft inspection, whichever occurs first after the issuance of this AD. 
 

FURTHER INFORMATION: in order to know more details you may contact: 

 Agencia Estatal de Seguridad Aérea - División de Aeronavegabilidad Inicial 

(Spanish Aviation Safety Agency – Initial Airworthiness Division) 
Paseo de la Castellana 112 (28046) MADRID 
E-mail: certificacion.aesa@seguridadaerea.es or Tel:  91.396.8000 
 

 For any questions arising from the contents of this AD, please contact: 
Costruzioni Aeronautiche TECNAM, Airworthiness Office,  

Tel: +39 0823 997538, e-mail: technical.support@tecnam.com. 
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DIRECTORA DE SEGURIDAD DE AERONAVES 
AIRCRAFT SAFETY DIRECTOR 

(firma electrónica) 
Marta Lestau Sáenz 

 
p.a. as per Decision FI-A-154 dated 24 July 2024 

COORDINADORA DE OPERACIONES AÉREAS Y 
AERONAVEGABILIDAD 

AIR OPERATIONS AND AIRWORTHINESS COORDINATOR 
(firma electrónica) 

Elena Carrera Toucedo 
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